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The 4600 Series includes five models of consistent design, rugged sealed
die-cast aluminum construction with an offset swivel for balance.  A wide
range of photometric performance is available with internal and/or
external glare control.

The 4640 accommodates the popular PAR-38 lamps for a wide variety of
landscape and architectural applications.  It also accepts the T-6, G12 metal
halide lamp for exceptional spot performance from a new reflector design for
ranges to fifty feet.
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MATERIAL: MATERIAL: MATERIAL: MATERIAL: MATERIAL:  Die-cast copper free aluminum alloy.

LAMP:LAMP:LAMP:LAMP:LAMP:
IN:IN:IN:IN:IN:  150W Max., PAR-38;
MH: MH: MH: MH: MH: G12 T-6, PAR-38

VOLTAGE:  VOLTAGE:  VOLTAGE:  VOLTAGE:  VOLTAGE:  See ordering guide.

SOCKET: SOCKET: SOCKET: SOCKET: SOCKET:  Pulse rated medium base for PAR-38 lamps. G12 base for T-6
lamps. Mini-can base for T-4 lamps.

FINISH: FINISH: FINISH: FINISH: FINISH:  Bronze (BZ) textured powder coat standard. Other colors
available.

LIGHT DISTRIBUTION:LIGHT DISTRIBUTION:LIGHT DISTRIBUTION:LIGHT DISTRIBUTION:LIGHT DISTRIBUTION: PAR Lamps: Beam spread by lamp type.
T-6 Lamps: SPOT and MEDIUM FLOOD available.

LENS: LENS: LENS: LENS: LENS:  Crowned tempered glass, clear.

MOUNTING:MOUNTING:MOUNTING:MOUNTING:MOUNTING: 1/2" NPT adjustable knuckle, US standard.
PG16 knuckle on Euro. standard.
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FOR ORDERING GUIDE AND OPTIONSFOR ORDERING GUIDE AND OPTIONSFOR ORDERING GUIDE AND OPTIONSFOR ORDERING GUIDE AND OPTIONSFOR ORDERING GUIDE AND OPTIONS
SEE REVERSE SIDESEE REVERSE SIDESEE REVERSE SIDESEE REVERSE SIDESEE REVERSE SIDE

Lamp By OthersLamp By OthersLamp By OthersLamp By OthersLamp By Others

CECECECECE
U.L. LISTEDU.L. LISTEDU.L. LISTEDU.L. LISTEDU.L. LISTED
FOR WET LOCATIONSFOR WET LOCATIONSFOR WET LOCATIONSFOR WET LOCATIONSFOR WET LOCATIONS
C.U.L. LISTEDC.U.L. LISTEDC.U.L. LISTEDC.U.L. LISTEDC.U.L. LISTED
IP RATING: 65IP RATING: 65IP RATING: 65IP RATING: 65IP RATING: 65
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NONONONONOTE: HYDREL RESERTE: HYDREL RESERTE: HYDREL RESERTE: HYDREL RESERTE: HYDREL RESERVES VES VES VES VES THE RIGHT THE RIGHT THE RIGHT THE RIGHT THE RIGHT TTTTTO CHANGEO CHANGEO CHANGEO CHANGEO CHANGE
ANY SPECIFICANY SPECIFICANY SPECIFICANY SPECIFICANY SPECIFICAAAAATION TION TION TION TION WITHOUT NOWITHOUT NOWITHOUT NOWITHOUT NOWITHOUT NOTICE.TICE.TICE.TICE.TICE.

Any dimension on this sheet is to be assumed as a reference dimension:
“Used for information purposes only. It does not govern manufacturing or

inspection requirements.” (ANSI Y14.5-1973)

HYDREL is a registered trademark of Lithonia Lighting
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4640   P38175M   277   SPC   NR   GS   BZ4640   P38175M   277   SPC   NR   GS   BZ4640   P38175M   277   SPC   NR   GS   BZ4640   P38175M   277   SPC   NR   GS   BZ4640   P38175M   277   SPC   NR   GS   BZ
Model:Model:Model:Model:Model:
4640 US standard
N4640 Euro standard

Lamp Type:  (Lamps by others)Lamp Type:  (Lamps by others)Lamp Type:  (Lamps by others)Lamp Type:  (Lamps by others)Lamp Type:  (Lamps by others)
INC (PAR-38)*INC (PAR-38)*INC (PAR-38)*INC (PAR-38)*INC (PAR-38)*
P38     150W Max.
INC (T-4)INC (T-4)INC (T-4)INC (T-4)INC (T-4)
250Q Max.
T-6 Metal Halide (G12 base)T-6 Metal Halide (G12 base)T-6 Metal Halide (G12 base)T-6 Metal Halide (G12 base)T-6 Metal Halide (G12 base)
70MT6
150MT6
PAR-38 Metal Halide (med. base)PAR-38 Metal Halide (med. base)PAR-38 Metal Halide (med. base)PAR-38 Metal Halide (med. base)PAR-38 Metal Halide (med. base)
P3870M
P38100M
P38150M
P38175M
PAR-38 Mercury Vapor (med. base)PAR-38 Mercury Vapor (med. base)PAR-38 Mercury Vapor (med. base)PAR-38 Mercury Vapor (med. base)PAR-38 Mercury Vapor (med. base)
P38100H
*****Some restrictions may apply

Voltage:Voltage:Voltage:Voltage:Voltage:
60HZ 50HZ
120 23050HZ
208 24050HZ
220
240
277
347
120/277
TB (120, 240, 277)
Note: Not all voltage/lamp combinations are available.
Consult factory for more information.

Mounting Options:Mounting Options:Mounting Options:Mounting Options:Mounting Options:
JBA02 J-Box, two x 3/4” NPT bottom, cover 1/2” NPT, alum.
JBB02 J-Box, two x 3/4” NPT bottom, cover 1/2” NPT, bronze
JBA05 J-Box, two x 3/4” NPT side, cover 1/2” NPT, alum.
JBB05 J-Box, two x 3/4” NPT side, cover 1/2” NPT, bronze
NJBA4616 J-box, two PG16 bottom, cover PG16, alum.
NJBA4616S J-box, two PG16 side, cover PG16, alum.
NJBB4616 J-box, two PG16 bottom, cover PG16, bronze
NJBB4616S J-box, two PG16 side, cover PG16, bronze
(HID Ballast Enclosures - Ballast included)(HID Ballast Enclosures - Ballast included)(HID Ballast Enclosures - Ballast included)(HID Ballast Enclosures - Ballast included)(HID Ballast Enclosures - Ballast included)
CBA02 Combo Box, two x 3/4” NPT bottom, cover 1/2” NPT,

aluminum (US standard)
CBB02 Combo Box, two x 3/4” NPT bottom, cover 1/2” NPT,

bronze
EBA02 Encapsulated Ballast Box, three x 3/4” NPT bottom,

cover 1/2” NPT alum. lid. (100 watt max.)
EBB02 Encapsulated Ballast Box, three x 3/4” NPT bottom,

cover 1/2” NPT bronze lid. (100 watt max.)
S S B Small surface ballast box (70 watt max.)
L S B Large surface ballast box (175 watt max.)
SPC Small polymeric combo box (70 watt max.)
LPC Large polymeric combo box (175 watt max.)
NCBA4616 Combo box, two PG16 bottom, cover PG16, alum. (Euro. standard)
NCBA4616S Combo box, two PG16 side, cover PG16, alum.
NCBB4616 Combo box, two PG16 bottom, cover PG16, bronze
NCBB4616S Combo box, two PG16 side, cover PG16, bronze
NEBA4616 Encapsulated ballast box, three PG16 bottom,

cover PG16, alum. lid (100W max.)
NEBB4616 Encapsulated ballast box, three PG16 bottom,

cover PG16, bronze lid (100W max.)
N S S B Small surface ballast box (70W max.)
NLSB Large surface ballast box (175W max.)
NSPC Small polymeric combo box (70W max.)
NLPC Large polymeric combo box (175 W max.)

HYDREL is a registered trademark of Lithonia Lighting

Light Distribution Options:Light Distribution Options:Light Distribution Options:Light Distribution Options:Light Distribution Options:
S P (For T4 & T6 lamps only)
MFL (For T4 & T6 lamps only)
NR No Reflector (for PAR-38 lamps)

Accessories:Accessories:Accessories:Accessories:Accessories:
IHL Internal Honeycomb Louver
GS Glare Shield (Half)
FGS Full Glare Shield
CFH Color Filter Holder
I S S Internal Source Shield for

T-6 & T-4 lamps.
Custom length Glare Shields available,
consult factory

Finish: (Options for Aluminum model only)Finish: (Options for Aluminum model only)Finish: (Options for Aluminum model only)Finish: (Options for Aluminum model only)Finish: (Options for Aluminum model only)
B Z Bronze (Standard)
B L Black
GN Green
GR Gray
WH White
TVG Terra Verde Green
CF Custom Finish

For Replacement Parts Consult Factory




